
Material

Mandrel:   Carbon Steel

Finish Body:Gold Trivalent Plated
Mandrel:  Zinc Plated 
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MBSSD8-M2 1.5-3.5 11.1 11.5 250
MBSSD8-M3 2.8-4.8 12.4 12.0 250
MBSSD8-M4 3.8-5.8 13.4 12.2 250
MBSSD8-M5 4.8-6.8 14.4 13.3 250
MBSSD8-M6 5.8-7.8 15.4 14.2 250
MBSSD8-M7 6.8-8.8 16.4 15.5 250
MBSSD8-M8 7.8-9.8 17.4 15.5 250
MBSSD8-M9 8.8-10.8 18.4 15.5 250
MBSSD8-M11 10.8-12.8 20.4 15.5 200
MBSSD8-M13 12.8-14.8 22.4 15.5 200

Diagrams and Drawings are not to scale and designed for illustrative and measuring purposes only. Dimensions and specifications are subject to 
change withoutnotice. Check your distributor for the latest data sheet. The test data provides approximate strength values averaged in multiple tests in 
various materials and thicknesses
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MG-Bulb Steel Structural Rivet 

Carbon Steel

Rivet Dimensions
Diameter Part Number Grip Range

Hole 
Size

MG-Bulb is a unique, clamp-type fastener offering high shear strength in specific applications. Its bulbing action during 
installation spreads the load over more surface area, supplying a stronger, longer-lasting connection, while offering 
superior blind side strength.This increased bearing area makes MG-Bulb  ideal for pullout resistance in thin materials, 
and oversized or misaligned holes. Positive, mechanical pin-retention ensures structuralintegrity no matter what the 
application.
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