
Material

Mandrel:  304 Stainless Steel

Finish Body:Polished
Mandrel: Polished

B 
mm

C 
mm 

D 
mm

E 
mm

73TST-0402 1.6-3.2 8.3 1000
73TST-0403 2.5-4.5 10.0 1000
73TST-0404 4.8-6.4 12.3 1000
73TST-0408 9.5-12.7 19.0 1000
73TST-0504 4.8-6.4 12.7 1000
73TST-0506 6.4-9.5 15.9 1000
73TST-0508 9.5-12.7 19.0 1000
73TST-0604 4.8-6.4 13.5 500
73TST-0606 6.4-9.5 16.9 500
73TST-0608 9.5-12.7 19.8 500
73TST-0610 12.7-15.9 22.2 250

Diagrams and Drawings are not to scale and designed for illustrative and measuring purposes only. Dimensions and specifications are subject to 
change withoutnotice. Check your distributor for the latest data sheet. The test data provides approximate strength values averaged in multiple tests in 
various materials and thicknesses
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Sealed All Stainless Steel Rivets Dome Head

304 Stainless Steel

Rivet Dimensions
Diameter Part Number Grip Range Hole Size

The closed end rivet produces a seal that prevents passage of liquid or vapor at pressures up to 100
psi. The seal is possible thanks to a unique cup-shaped design and configuration that prevents vapor or
liquid from getting around or through the set rivet

Pack 
Size

1.783.3 1.106.1

Shear 
Kn 

1.6

Sealed All Stainless Steel Rivets Dome Head

3.2 2.0


